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DIQUIGIOVANNI PVC frames combine German 
technology with Italian design and are widely 
known for their high quality and attractiveness 
as well as the striking technical features they 
offer: thermal and sound insulation, structural 
sturdiness and a maintenance-free long life.
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TECHNOLOGY AND DESIGN 
FOR LIGHT AND 
RENEWED WELLBEING
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Diquigiovanni has been manufacturing trade windows 
and doors for more than forty years, in which time 
it has developed specific professional expertise and 
enjoyed constant industrial growth.
In 1996 the company decided to specialise in the 
manufacture and sale of PVC frames, seen as being 
on the cutting edge of industrial technology applied to 
quality residential buildings.

Heavy investments and constant research have played 
their part in making Diquigiovanni a leader in the 
sector, plus a combination of German technology and 
Italian design. Although the profiles, ironmongery 
and production lines are German, they are adapted 
and refined by Italian craftsmen in the facilities at 
Castelgomberto (Vicenza) to achieve ever higher quality 
standards.
The product catalogue has been conceived to meet 
all requirements of shape and style and includes 
various types of windows and doors as well as blinds 
and shutters plus a wide range of accessories. Every 
single product is the result of constant research and 
innovation both with regard to components and the 
choice of materials.

Our company
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Diquigiovanni also offers bespoke, customised work 
through its own technical office, which provides support 
in the building of complex structures such as structural 
façades, arches, pivot windows, oval and out-of-square 
frames.
Specialised teams install the products.
The company is organised so that it can work on 
different types of sites, whether small conversions or 
major public and private contracts such as schools, 
service centres, public amenities, industrial structures, 
shopping centres/malls and central business districts, 
tourism and hospitality complexes.
The extensive sales network comprises dealers spread 
all over Italy and abroad, who periodically attend 
refresher courses and are aided by qualified agents 
working alongside them.

This is the scenario in which Diquigiovanni intends 
placing a focus on its evolved product-service model, 
which should increase its competitiveness on both the 
Italian and foreign markets.



Diquigiovanni offers innovative and intelligent solu-
tions for homes and workplaces with ranges of extre-
mely versatile and functional certified products that are 
guaranteed by more than forty years of research and 
professionalism.
That is why all Diquigiovanni PVC frames are in com-
pliance with European product safety standards and 
laws. They also undergo meticulous air/watertightness 
and strength tests at the main European certification 
centres, including CSI, IFT, EMPA and CSTB.

All tests meet the highest standards of reliability and 
efficiency making Diquigiovanni frames top of their ca-
tegory, which is also due to a well-established partner-
ship with important industrial groups in the sector. The 
company uses hi-tech Aluplast systems for the frame 
sections/profiles and Roto products for the hardware: 
such choices give the end customer peace of mind plus 
warranties of up to 10 years.

Diquigiovanni is also certified in accordance with DIN 
EN ISO 9001 standards and each supply is accompa-
nied by a user’s guide and warranty in which the user 
can find practical information about the many functions 
of the doors and windows, their adjustment and rou-
tine maintenance. In this way the company shows its 
customers that it is committed to delivering transpa-
rency and reliability, offering them a specific before and 
after-sales service and privileged contact with its own 
installers.

CERTIFICATES AND WARRANTIES
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The company has always complemented the certified 
quality of its products with an integrated turnkey servi-
ce that includes planning and design, manufacture and 
installation of the windows and doors. It makes all its 
know-how available, offering precise advice, ensuring 
deliveries are on time and providing a well-targeted re-
sponse to needs.

Diquigiovanni has also adopted modern concepts of su-
stainability and energy saving for its projects.
Diquigiovanni windows and doors with their exceptional 
thermal insulation values therefore allow lower heating 
costs, improved energy efficiency of buildings and redu-
ced carbon dioxide emissions.

In this sense the quality of the Diquigiovanni PVC fra-
mes can be interpreted as a new quality of life, in har-
mony with the interior and exterior of every dwelling 
while ensuring welcoming spaces full of light, which 
are comfortable and functional.

WHETHER PRODUCT 
OR SERVICE, 
THE QUALITY IS CERTIFIED 
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A WINNING 
CHOICE

PVC
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Choosing Diquigiovanni PVC frames does not just mean choosing design, functionality and technology: 
it also means choosing durability and cost effectiveness while respecting the environment.
Relevant statistics and also the sheer number of research projects in the last few years confirm that 
PVC is one of the most intensively studied materials in the building sphere. In-depth studies have 
particularly addressed the aspects of its life cycle, maintenance and the costs of manufacturing and 
disposing of PVC, as well as its environmental impact also compared to other possible alternative 
materials.
Results show that PVC is a safe investment today for our homes.
This is borne out by the fact that almost half the windows in Europe are made in PVC.
What is more, Diquigiovanni offers specific advice and expertise for each project to ensure that 
windows and doors become true furnishing elements which blend in with the style of the buildings 
while taking into account the climate.
But what are the precise advantages of using PVC?

THERMAL INSULATION
PVC has a very low value of thermal conductivity (approximately 1000 times less than aluminium) 
meaning frames can be made that have excellent temperature retaining and thermal insulation 
capacities to ensure homes are always warm and dry. Not only that, by keeping the profile 
temperature higher than the environment temperature, PVC reduces the formation of condensation 
on windows and doors in winter.

SOUND INSULATION
Today noise pollution is one of the severest threats to the quality of domestic life. Noises in general 
can disturb concentration, sleep and even give rise to serious ailments. Due to the shape of the 
profiles and the material itself, PVC frames have high sound-absorbing power. Laboratory tests and 
experiments after installation highlight a large reduction in the external noise annoyance level and 
an appreciable improvement in dwelling comfort.

INSULATION AGAINST THE ELEMENTS
Being able to ensure that spaces dedicated to daily life are adequately insulated against the 
weather, the wind and damp means on the one hand improving wellbeing in the home and on 
the other protecting the building from damaging infiltrations.  A properly installed PVC frame in 
particular ensures excellent performance in terms of airtightness, watertightness and resistance 
to wind pressure.
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FIREPROOF PROPERTIES
Italian and international directives lay down that the frame must be a compliant and safe component 
for housing and industrial buildings. The danger rating of PVC is very low especially when compared 
to the combustible products commonly used in the building sector. PVC is in fact in Class 1 for its 
reaction to fire. That is why PVC frames can be considered particularly suitable for guaranteeing 
safety in domestic or working environments.

LASTING PERFORMANCE
PVC is a material that keeps its positive characteristics intact over the years: even after repeated 
laboratory tests it still presents structural and basic stability. Also the paints normally applied on PVC 
frames have an exceptionally long life so that external work is greatly reduced.

MAINTENANCE FREE
PVC is so sturdy and durable that maintenance of the frames is considerably reduced: just normal 
periodic washing is sufficient with no need for special treatments or additional painting.
PVC is also very resistant to alcohol, detergents in general as well as to normal industrial and urban 
air pollutants.

DESIGN FLEXIBILITY
PVC is a material that is easy to work and PVC frames can therefore come in various types, shapes 
and sizes, while presenting an attractive surface finish and appearance that will blend into any 
urban setting. In other words, PVC frames adapt to various types of constructions and always ensure 
maximum performance both in terms of good looks and function. It is possible to create bespoke 
frames to the size and with the fittings and functions required to satisfy all customer demands.

RESPECT FOR THE ENVIRONMENT
Very little energy is consumed to produce and recycle PVC, which is made up of natural products 
(petroleum and salt). Manufacturers of PVC profiles and window/door frames are nowadays especially 
attentive to recycling all production waste and used material coming from window replacements.
PVC is also stable by nature; it does not pollute the internal environment of buildings and emits no 
toxic or harmful substance as the years pass.

SAVINGS
The manifold technical characteristics of the material make the purchase of PVC building products 
extremely cost-effective, since there are no additional costs for maintenance or restoration and no 
unpleasant surprises in terms of efficiency and functionality. The thermal qualities of PVC also 
help to save on heating or air-conditioning costs and considerably increase the energy efficiency of 
buildings.
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Our 
production

Light and wellbeing: that is how we here at DIQUIGIOVANNI see the home.
A comfortable, healthy and welcoming space full of light yet at the same time full of respect for 
the environment. A space where the agreeably SHAPED outlines of the DIQUIGIOVANNI windows 
and doors blend in well with the surroundings, creating a new way of life in harmony with both 
the internal and external environment. DIQUIGIOVANNI believes that a window or door must 
be a protective screen rather than a wall, providing safety and warmth while allowing light to 
spread throughout the environment and convey a feeling of wellbeing.
The innovative shapes and the quality of our windows and doors play an important role in en-
suring that our products live up to users’ expectations. That is why every DIQUIGIOVANNI supply 
of windows and doors comes with a users’ guide and warranty.
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Top quality production,
maintenance-free,
no-compromise high thermal 
and sound insulation.

2000
® 

Range page 10

4000
® 

Range page 12

5000
® 

Range page 14

6000
® 

Range page 16 

PRODUCTION

9



IDEAL 2000® is the most complete system 
with 3-4 chambers, 2 levels of insulation and 
a total depth of 60mm. The double 
weatherseal is fitted on the fixed frame 
rebate on the one side and on the sash rebate 
on the other.
The IDEAL 2000® range stands out for its 
great functionality and long life, offering 
many solutions for use in both the housing 
and the industrial sector.

0
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2000Range

The most successful window 
and door system

A totally new generation of frames 
has been created with the IDEAL 
2000® range.
All the additional profiles, glazing 
beads, steel reinforcements, 
gaskets, seals and accessories 
have been designed to fit any 
system.

• Easy to clean thanks to large and smooth 
surface finishes
• 3 - 4 chamber profiles and frame with steel 
reinforcements for high static requirements
• 2 different levels of rebate gaskets for 
weatherproof seal
• Semi-flush offset sash frames
• Glazing up to 31 mm
• Good thermal insulation: Uf = 1.5 W/m2k; Uw 
up to 1.1 W/m2k (with suitable glazing)
• Excellent sound insulation to ensure a more 
comfortable environment: up to 40 db (with 
suitable glazing and laboratory test certificates)
• Concealed water drainage
• Modern design with rounded internal and 
external edges
• Wide range of facings and colours
• Variable gaskets/seals (black and grey) 
according to the finish
• Easy replacement of profiles and gaskets/
seals for ecological recycling
• Certified burglar-resistant up to class 2 (on 
request)
• Easy recycling of profiles and gaskets/seals
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The IDEAL 4000® range with 3-5 chamber 
construction, 2 different rebate gaskets and 
depth of 70 mm offering high thermal 
insulation already satisfies future requirements.
The profiles combine state-of-the-art window 
and door frame technology with maximum comfort 
so that you can enjoy your home with 
peace of mind in all safety.
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4000Range

To make sure you are 
warm and dry

The high quality standards of this 
solution ensure high insulation profiles 
designed to meet all aesthetic and 
technical requirements. That is why the 
IDEAL 4000® system is not just a byword 
for cutting-edge design and durability, 
but also offers guarantees and safety in 
the private and industrial building trade.

• 3-5 chamber system for better thermal insulation
• Glazing thickness up to 39 mm
• Total thickness up to 70 mm
• Cutting-edge design: sloping surfaces and bevelled 
internal and external edges
• Excellent thermal insulation: Uf = 1.3 W/m2k; Uw 
up to 0.9 W/m2k (with suitable glazing)
• Good sound insulation to ensure a more comfortable 
environment: up to 42 db (with suitable glazing and 
with laboratory test certificates)
• Possibility of bonding or gluing the glass for better 
thermal and sound insulation and to make the glass 
more stable
• Variable gaskets/seals (black and grey) according 
to the finish
• Wide choice of profiles to answer every need
• Concealed water drainage
• Large reinforcing chamber for outstanding static 
strength
• Stylish glazing beads
• 2 different seals for weathertightness
• Easy recycling of profiles and gaskets/seals
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IDEAL 5000® is a 5-chamber 
system with a depth of 70 mm 
and 3 different gaskets/seals: 
two on the sash and one on
the frame, which provide 
outstanding thermal 
and sound insulation.
The pleasantly secure 
feeling given by the profiles 
in this range has a positive effect 
on the quality of life within 
the domestic walls.

0
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5000Range

Ideal for 
your wellbeing...

With the insertion of reinforcements plus a 
special double-glazed unit, the IDEAL 5000® 
system achieves the energy standard of a 
passive building. Windows made with profiles 
of this type also have a sophisticated line so 
that they become true furnishing complements.

• 5-chamber construction, depth of 70 mm and 3 different 
gaskets/seals
• Standard values of a passive building
• Excellent thermal insulation: Uf = 1.2 W/m2k; Uw up to 0.6 
W/m2k (with suitable glazing and other expedients)
• Excellent sound insulation to ensure a more comfortable 
environment: up to 42 db (with suitable glazing and with 
laboratory test certificates)
• Possibility of bonding or gluing the glass for better thermal 
and sound insulation and to make the glass more stable
• Glazing thickness up to 39 mm
• Large reinforcing chamber for outstanding static strength
• Variable gaskets/seals (black and grey) according to the 
finish
• Hardware groove towards interior (13 mm axis shift) for 
greater protection against intrusion
• Certified burglar-resistant up to class 2 (on request)
• Central gasket inside the sash frame
• Cutting-edge design: sloping surfaces 
and bevelled internal and external edges
• Stylish glazing beads
• Sizeable drainage channel
• Concealed water drainage
• Semi-flush offset sash frame
• Wide range of facings and finishes
• Easy recycling of profiles and gaskets/seals
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IDEAL 6000® is the non plus ultra for the home.
It is a system with a 6-chamber structure and 
special depth of 80 mm designed to satisfy 
even the severest of demands.

0
16



6000
For superior 

quality

For those who must have an innovative 
stylish design, the IDEAL 6000® is a 
system of high performance profiles 
that reflect last generation
 technological standards.

• 6-chamber construction providing excellent 
insulation
• Standard values of a passive building
• Excellent thermal insulation: Uf = 1.1 W/m2k; 
Uw up to 0.6 W/m2k (with suitable glazing 
and other expedients)
• Excellent sound insulation to ensure a more 
comfortable environment: up to 42 db (with suitable 
glazing and with laboratory test certificates)
• Possibility of bonding or gluing the glass for better 
thermal and sound insulation and to make 
the glass more stable
• Glazing thickness up to 39 mm
• 3 gaskets/seals for high thermal and sound 
insulation
• Round-line design for gently curved profiles
• Semi-flush offset sash frame
• Hardware groove towards interior (13 mm 
axis shift) for greater protection against 
intrusion
• Certified burglar-resistant up to class 2 
(on request)
• Variable gaskets/seals (black and grey) 
according to the finish
• Large reinforcing chamber for outstanding 
static strength
• Easy recycling of profiles and gaskets/seals

17
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Types of windows 
and doors

WINDOW
The window can be made with one, two or more sashes. The tilt and turn mechanism is a standard 
function with the addition of a forced ventilation system. Hardware includes security burglar-resistant 
multi-point locking systems and “sekurstik” handle.

FRENCH WINDOW
The French window can be made on request with one, two or more leaves. The tilt and turn mechanism 
is a standard function with the addition of a forced ventilation system. Hardware includes security 
burglar-resistant multi-point locking systems and “sekurstik” handle. The frame at the bottom on 
the standard supply can on request be replaced by an edge-sealing draught-excluder or by a thermal 
break aluminium low threshold. The French window can be fitted with an external handle.

1

3

Left
Detail of standard 2-pin hinge on balcony door, which 
gives greater stability in conjunction with a higher 
bearing capacity.

Above
Detail of handle available 

in various finishes 
(see Parts section)
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BALCONY DOOR
The balcony door can be made with one, two or more leaves. It is made with a thicker profile, two-pin hinges, 
multi-point locking systems with cylinder and through handle. The frame at the bottom on the standard 
supply can on request be replaced by an edge-sealing draught-excluder or by a thermal break aluminium 
low threshold.

2

Top right
Detail of thermal break aluminium threshold 
20 mm high

Bottom right
External handle: accessory that allows the door 
to be accompanied from the outside; 
it is usually combined with clip snap closure
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Sliding 
Systems

Top left
Lever handle for lifting sliding door, 
available in various finishes

Bottom left
Detail of aluminium threshold

Above
Detail of thermal break 
thresholde

Left
Detail of “pocket” lifting 
sliding door

LIFTING SLIDING DOOR 
The lifting sliding door is the best solution for large apertures. It can be made with two or more leaves, all operable 
if desired. It has a variable height lower track (25 mm - 46 mm). It can also be supplied with pocket sliding system 
inside the wall. It is manufactured with a range of specific profiles for this type of system. It may be fitted with a 
cylinder lock.

1
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Above
Detail of bottom rail of flush-closing 
sliding door frame

FLUSH-CLOSING SLIDING DOOR
The flush-closing sliding door can be made with two or more sections, with fixed and operable parts. 
The sliding mechanism is mounted on the lower and upper frame. When closed the glazed sections are 
flush with each other. It is fitted with tilt & turn mechanism. Can be made with the various ranges of 
profiles.

2
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Entrance doors
The entrance doors are made with the IDEAL 4000 profile and thicker door frame, and may be slatted, glazed 
or insulated. They are fitted with edge-sealing draught-excluder (thermal break aluminium thresholds on 
request), two-pin hinges and various types of security locks.
Different models of handles or fixed knobs of all sizes can be fitted, as well as striker plate or electric lock. 
Concealed hinges may be fitted on request.

RANGE OF MOULDED 
ENTRANCE DOORS

1

Above
Detail of concealed hinge 
on entrance door (on request).

Other decorative solutions 
available in the catalogue
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RANGE OF MOULDED 
MULTI-LIGHT 

ENTRANCE DOORS

2

Some examples of moulded 
entrance doors with glazed 
parts inserted
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Other decorative solutions 
available in the catalogue

Entrance doors

RANGE OF SLATTED 
ENTRANCE DOORS

3
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Glazed doors are ideal 
for the entrances to blocks 
of flats, commercial, 
industrial and hospitality 
buildings. 
They can also be made 
as safety exits.

RANGE OF GLAZED 
ENTRANCE DOORS

4
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Various types are available. They are made with 32 mm thick PVC slats, reinforced in the internal 
cavity with galvanised steel sections.
Standard fittings are black. They can be mounted with walled-in hinge pivots or on a frame 
screwed onto the wall. The shutters may be motor-operated on request. Shutter dogs are standard 
supply.

SOLID SHUTTERS

Hinged

Model Mestre
Single leaf shutter

Model Padova
Bifold shutter with one part folded 
outside reveal

Model Vicenza (Vicence)
Bifold shutter that folds in reveal 
and is hinged onto the exterior side jamb

Model Vicenza rovescio
Bifold shutter that folds in reveal 
and is hinged onto the actual window frame

Above
Detail of monobloc frame
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Locking 
systems

Motorised Left
Example of 
motor-operated 
shutters

A
Typical closing mechanism 

for Vicenza shutter
B

Typical closing mechanism 
for Padova and Mestre shutters

C
Lock for AGB Ariete shutter 

with Yale cylinder lock and knob
D

Lock for Iseo shutter 
with pump cylinder lock

A C D

B
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Louvered shutters can have one or more leaves. They are made from a sash profile reinforced internally with 
a galvanised steel section and have louvers or slats set into this frame. The slats may be inoperable, blind, 
operable or fixed at a set distance apart. They can be mounted with walled-in pivot hinges or with hinges fixed 
onto a frame screwed onto the wall. Shutter dogs are standard supply. The shutters may be motor-operated or 
fitted with lock on request. They can also be made to slide inside the wall in a pocket arrangement.

LOUVERED SHUTTERS

Hinged

Left
Louvered shutter hinged 
onto frame

Below
Sequence of louvered shutter 
slat aperture

28
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Sliding

Pocket 
sliding 

Left and above
Sliding shutters with wall-mounted track

Right
Pocket sliding shutter 

on built-in wall structure
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Shading systems

This version features the installation of metal sub-frames onto 
which all the opening/closing accessories, shutter guide track, 
spacer, window/door and wood shutter box projecting indoors are 
subsequently mounted. The window/door is installed flush with 
the wall. The roller shutter curtain can be made either in PVC or 
aluminium and is available in a manual or motorised version.

ROLLER SHUTTERS 
with concealed 

shutter box

ROLLER SHUTTERS  
with delta type 

monobloc

30

This is the version most commonly installed at the moment in modern 
buildings because it looks so attractive and offers good thermal-
sound insulation.
An insulated shutter box, generally in polystyrene, and relative sub-
frame complete with guide track for the shutter have to be installed 
within the building fabric. This means that the window or door can be 
installed flush with the internal wall and in reveal. The top inspection 
cover can be made with a wood panel inserted from the inside or with 
an external panel in PVC.
The roller shutter curtain can be made either in PVC or aluminium 
and is available in a manual or motorised version.



Sunbreaks are the innovative and alternative solution for modern buildings. Boxes and slat guide tracks made solely in 
aluminium are installed on the exterior.
The slats can be tilted and therefore allow more control over the light that enters. Available in a manual or motorised 
version. Also suitable for large spans.

Made with small aluminium 
slats located inside the double-
glazed unit.
They can be raised and the tilt 
adjusted for best control of 
light. Available in a manual or 
motorised version.

This solution is generally used in window 
replacements, where the old shutter box is removed 
together with the window frame and a new one of the 
same size and type is installed.

SUNBREAKS

VENETIAN 
BLINDS 

inside the 
double-glazed 

unit

ROLLER SHUTTERS  
with conventional 

shutter box
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Special windows and doors
Thanks to the design flexibility of a PVC frame, various types and shapes can be made which 
will blend into any urban setting. PVC windows therefore adapt to different constructional styles 
but their functional and aesthetic features are always top class ensuring an exceptional level of 
comfort in the home.

Out-of-square windows
Both fixed and operable window frames 
with out-of-square corners 
can be easily made.

Left
Large window; 
can be easily motorised.

BOTTOM-HINGED 
WITH DOUBLE 

HANDLE

OUT-OF-SQUARE

1

2
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Pivot windows
This type of window 

is being used more frequently today, 
especially in modern architecture. 

Available in a manual 
or motorised version.

Shaped windows
The “plastic” properties 
of PVC make it easier 
than any other material 
used in making window 
and door frames to create 
circular or similar shapes, 
thereby offering the 
possibility of tailor-made 
installations.

SHAPED

 PIVOT

3

4

3333333333



Parts
The handles can be white, ivory, silver finish, satin-finish chrome, bronze or brass.
Whatever the colour, they all come with the burglar-resistant “sekurstik” system, which consists of protecting the 
handle rotation mechanism against any forcing from the outside.
A key-locking handle is also available on request for greater security.

Glazing bars are encapsulated within the double-glazed 
unit and can be made with aluminium profiles in va-
rious sizes and shapes with white paint, brass or satin 
chrome finish. 
Another type with a more subtle effect consists of the 
glazing bar actually etched onto the glass, always within 
the double-glazed unit.

HANDLES

GLAZING BARS
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Window and door frames can be fitted with magnetic alarm sensors 
that can be connected to the alarm system of the building

Vertical or horizontal sliding accessory that can be fitted together with the frames.
Made in aluminium, it is available in various finishes.

ALARM SENSORS

EXTERNAL 
HANDLE

INSECT SCREENS

Accessory applied on request to French windows 
to ensure the door is latched to the frame when 
the hardware is in the open position.
It is usually fitted in conjunction with clip snap 
closure.

3353535553535



Components
Diquigiovanni windows and doors are fitted with top quality German Roto NT hardware, with the tilt 
and turn mechanism as standard supply. The matt silver colour hardware has burglar-resistant locking 
points (basic security).

HARDWARE 

Just one component for many purposes: adjusting, locking, security. Roto offers the locking system that 
slides easily into position. The central lock with locking cam option V meets the standards DIN ENV 1627-
1630 for burglar-resistant windows (resistance class 1 and 2).
The different types of lock have an identical fastening axis so that they can be easily interchanged at 
a later date: you can choose the type of lock you prefer from the three types available (even with the 
window/door already installed).

LOCKING CAM V

Magnetic contacts can be installed on request to provide greater security. 
They are perfectly integrable with your alarm system.

ALARM CONTACT
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The Roto NT system has a new perfect 
quality to its design because of ROTO 
SIL: in a matt silver colour, it offers better 
protection against corrosion through 
optimised surface treatment based upon 
galvanising, chromating and additional 
sealing.

The integrated lever is a multi-functional 
component which ensures that the 
window or door fits into the frame easily 
and always on the same level to avoid 
forcing the striker as well as to prevent 
mis-operation.

To avoid the risk of mould and mildew 
forming in the area of the masonry reveal 
and side wall, especially with highly 
insulated windows such as those in PVC, a 
vent is a standard insertion to guarantee a 
regular change of air.

“ROTO SIL” 
SURFACE

MIS-OPERATION 
DEVICE

CHANGE 
OF AIR
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Glazing
LOW-EMISSIVITY insulating glass improves comfort in the home (less cold-wall effect) allowing the window 
area to be transformed into a fully liveable space. It reduces energy consumption considerably (70% saving 
compared to any common glass) thereby helping to decrease the amount of harmful gases emitted into the 
air by heating systems.
The thermal insulating performance of low-e glazing can be improved even more by inserting INSULATING 
GASES into the air gap of the glazing unit or by replacing the spacer bar between the glass panes (normally 
metal) with the newer WARM-EDGE spacer. Thermal insulation can be further increased by using TRIPLE 
GLAZED units.
Using the above materials results in optimal heat transmission rates or U-values, well below the parameters 
laid down by current standards and laws to the point of achieving Uw values of less than 0.6 W/m2k.

HIGH THERMAL 
INSULATION

Using suitably laminated glass with “sound insulation” films (stadipsilence or phone) allows high 
SOUND INSULATION values to be reached in addition to compliance with applicable current standards 
and legislation plus high dwelling comfort.

SOUND 
INSULATION

SHATTERPROOF glass (laminated or toughened) protects against the risk of injury caused by accidental 
breakage of the glass and therefore limits the consequences of any domestic accidents. Depending on the 
location and use, the standard UNI 7697 enforces use of this type of glass

PROTECTION 
OF PERSONS

Security glazing installed on an appropriate frame offers protection against vandalism and housebreaking. 
Although a passive defence, by delaying the action of a would-be intruder it is a dissuasive element that 
acts as a considerable deterrent.
Suitable laminating of the glass with the aid of films of various thickness allows very high security standards 
to be achieved.

PROTECTION 
OF PERSONS 

AND PROPERTY
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Warm Edge 
Spacer

Butyl

Glass pane

Dessicant 
salt

Secondary 
sealant

Detail 
above right
The principle 
of Warm Edge Spacers



New

40

Diquigiovanni srl has been the first Italian manufacturer to adopt two revolutionary production systems 
which represent the cutting edge of technology applied to windows, resulting in increasingly better thermal, 
sound and static efficiency.

“TOTAL SYSTEM” AND 
“ENERGETO TECHNOLOGY”

THE FUTURE IS ALREADY WITH US

With the new automatic line installed at the factory in Castelgomberto (Vicenza) and a material called 
SIKASIL, perfect structural perimeter sealing and bonding between the double-glazing and the sash 
frame can be obtained to create a single stable, load-bearing unit. This means a more rigid sash plus 
outstanding thermal insulation, while also preventing the formation of condensation to a significant 
extent and increasing burglar resistance. The system also guarantees easy glazing replacement 
should it be necessary.

SYSTÈME 
“TOTAL SYSTEM”

This consists of replacing the traditional steel reinforcements inserted on frame and sash with an innovative 
material created by BASF called ULTRADUR (polybutylene terephthalate), which offers extraordinary 
mechanical performance that has already been fully tested in the automobile and space industry.
This material is coextruded together with the PVC, thereby increasing the strength of the sash frames and 
eliminating the thermal bridges created by the steel

ENERGETO 
TECHNOLOGY

SIKASIL 
sealant

Coextruded reinforcements 
in ULTRADUR
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With a view to developing its sales network in France, Diquigiovanni srl has extended its know-how on the 
basis of the windows market demand from across the Alps, which differ from those in Italy.
The result is a new range of profiles in which the main difference to traditional profiles lies in the 
structure of the sash. 
The sash frame is more slender so that the glazed surface area is larger with consequently more light 
passing through into the room. Other new features are connected with the meeting stile of the sashes, 
which are reduced by 46 mm to give a more streamlined and elegant look, and the special hardware with 
the handle in a central rather than off-centre position.
These innovations in no way jeopardise the thermal or functional performance of the window and indeed 
produce a refined and original aesthetic result.
The interest that the new product has aroused has encouraged Diquigiovanni srl to offer it today also on 
the Italian market, where it is enjoying a great success.

FRENCH-STYLE WINDOWS

MMMeeeeetting stilee 
wwiittthhhh cccceeeennttrraal 
hhhhandlee



Colours
WINDOW AND DOOR FRAMES

COLOURS IN THE MASS
Internal External

RAL PAINT COLOURS
Internal External

ALUMINIUM CLADDING
Internal External

Internal External

Internal External

2000 - 4000 -
5000 - 6000
Cod 100 
White (simile Ral 9010) 
standard supply

2000
Painted white 
Grey RAL 7042

5000
White
Aluminium cladding
RAL painted exterior

2000
Painted white
Brown RAL 8017

2000
Ivory 
(simile Ral 9001)

2000
Painted white
Green RAL 6005

2000 - 5000
White with ash effect
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The colours of the original products may vary slightly from those illustrated: this is due to the printing process. 
Please refer to original colour samples.



CLADDINGS WITH “COOL COLORS” FILM
Internal External Internal External

2000 - 5000
Cod 144 
White with grain

2000 - 5000 - 6000
Cod 223
White / Gold oak

2000 - 5000
Cod 323
Gold oak / White

2000 - 5000 - 6000
Cod 127
White / Gold walnut

2000 - 5000 - 6000
Cod 227
Blanc / Noce gold

5000
Cod 152
Pink birch

5000
Cod 3062 / 157
Kolonial walnut

2000 - 5000
Cod 133
Dark brown

2000 - 5000
Cod 233
White / Dark brown

2000 - 5000
Cod 232
White / Red

2000 - 5000
Cod 241
White / Steel blue

2000 - 5000
Cod 230
White / Green

2000 - 5000
Cod 261
White / Sanded grey

2000 - 5000
Cod 263
White / Brushed aluminium
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2000 - 5000 - 6000
Cod 123
Gold oak

The colours of the original products may vary slightly from those illustrated: this is due to the printing process. 
Please refer to original colour samples.



Colours
SOLID SHUTTERS

LOUVERED SHUTTERS

White in the mass
Cod 100

White in the mass
Cod 100

Kolonial walnut
Cod 3062

Green
Cod 130

Basque red
Coe 132

Gold oak
Cod 123

Gold oak
Cod 123

Green
Cod 130

Grey with grain
Cod 134

Wine red
Cod 149

Gold walnut
Cod 127

Gold walnut
Cod 127

Sage green 
Cod 158

Kolonial walnut
Cod 3062

Grey with grain
Cod 134
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The colours of the original products may vary slightly from those illustrated: this is due to the printing process. 
Please refer to original colour samples.
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Via Palazzetto, 1/A 
36070 CASTELGOMBERTO
(Vicenza) ITALY
Tel. +39-0445-941400
Fax +39-0445-940413
diquigiovanni@diquigiovanni.it

www.diquigiovanni.it
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